Base mounted with ger IVR

Typenil injected Oil residual (ISO 85733L{class 4)
Transmission typelt Max humidity (ISO 857310)f.C (class 6)
Starting typley inverter FA.D(ISO 2017 anneXtC§1+6000 L/min
Range of pow&s:+50 Hp - 11+37 kW Noise levehax 72 la(dB)

Range of press@&e13 Bar Motor ef ciend§g3

\— FIRE 30N-E IVR

FIRE IVR 1550 Hp 8-10-13 Bar
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Model Nominal Power  Tank FA.D. Power Suppl Outlet BSP Dyer Max Pressure Noise Level  Dimensions Weight
FIRE HP kw Lt. L/min CFM  M3/h V/IHz Connection V/IHz Bar Psi Lw(dB) cm Kg

15N-8E IVR 15 11 - 1642 58 651 23 400/50 G 3/4" 230/50 8 116 63 120 x 70 x 100271
15N-10EIVR 15 11 - 1501 53 595 21 400/50 G 3/4" 230/50 10 145 63 120 x 70 x 100271
15N-13E IVR 15 11 - 1161 41 453 16 400/50 G 3/4" 230/50 13 188 63 120 x 70 x 100271
30N-8E IVR 30 22 - 3341 118 1331 47 400/50 G 1.1/4" 230/50 8 116 68 174 x 83 x 113487
30N-10E IVR 30 22 - 3002 106 1189 42 400/50 G 1.1/4" 230/50 10 145 68 174 x83x 113487
30N-13E IVR 30 22 - 2407 85 963 34 400/50 G 1.1/4" 230/50 13 188 68 174 x 83 x 113487
50N-8E IVR* 50 37 - 6000 212 2400 85 400/50 G 1.1/2" 230/50 8 116 68 186 x 91 x 144813
50N-10E IVR* 50 37 - 5300 187 2100 74 400/50 G 1.1/2" 230/50 10 145 68 186 x 91 x 144813

*13 Bar versiovedale on request. Dimensionsenght x Depth x Height
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