Base mounted with der

Typenil injected Oil residual (ISO 85733L{class 4)
Transmission typelt Max humidity (ISO 857310)f.C (class 6)
Starting typstardelta FA.D(ISO 2017 annexX2C30+6000 L/min
Range of pow2s=50 Hp - 18,5+37 kWoise levehax 70 La(dB)

Range of press@&el3 Bar Motor ef cienchg3

‘— FIRE 30N-E

FIRE 25 50 Hp 8-10-13 Bar
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Model Nominal Power  Tank FA.D. Power Sugpl Outlet BSP Dyer Max Pressure Noise Level  Dimensions W\eight
FIRE HP kw Lt. L/min  CFM  M3/h VIHz Connection VIHz Bar Psi Lw(dB) cm Kg
25N-8E 25 185 = 2800 98,9 168 400/50 G11/4" 230/® 8 116 66 174 x 83 x 113447
25N-10E 25 185 - 2500 88,3 150 400/50 G114 230/ 10 145 66 174 x 83 x 113447
25N-13E 25 185 = 2150 75,9 129 400/50 G11/4" 230/ 13 188 66 174 x 83 x 113447
30N-8E 30 22 - 3350 118,3 201 400/50 G11/4" 230/ 8 116 68 174 x 83 x 113469
30N-10E 30 22 = 3000 105,9 180 400/50 G11/4" 230/ 10 145 68 174 x 83 x 113469
30N-13E 30 22 - 2400 84,8 144 400/50 G114 230/® 13 188 68 174 x 83 x 113469
40N-8E 40 30 = 4700 166 282 400/50 G11/2" 230/%® 8 116 70 186 x 91 x 144728
40N-10E 40 30 - 4200 148,3 252 400/50 G11/2” 230/ 10 145 70 186 x 91 x 144728
40N-13E 40 30 = 3400 120,12 204 400/50 G11/2" 230/ 13 188 70 186 x 91 x 144728
50N-8E 50 37 - 5700 211,9 360 400/50 G11/2" 230/® 8 116 72 186 x 91 x 144734
50N-10E 50 37 = 5100 187,2 318 400/50 G11/2" 230/ 10 145 72 186 x 91 x 144734
50N-13E 50 37 - 4000 141,3 240 400/50 G11/2" 230/ 13 188 72 186 x 91 x 144734

Dimensiongenght x Depth x Height
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