
500 Lt. tank mounted with dryer PRO
Type: oil injected Oil residual (ISO 8573-1): � 3 (class 4)

F.A.D. (ISO 2017 annex C): 2050÷3341 L/min
Noise level: max 70 Lwa(dB)
Motor ef�ciency: IE3

Transmission type: belt
Starting type: star-delta
Range of power: 25÷30 Hp - 18,5÷22 kW
Range of pressure: 8÷13 Bar

Max humidity (ISO 8573-1): � 3°C (class 4)

Dimensions : Lenght x Depth x Height

FIRE 30N-500E PRO

Inlet dust �lter 5 micr on

Refrigerated dryer 
3°C dew point

Outlet oil �lter 1 micr on

FIRE PRO 25 ÷ 30 Hp   8-10-13 Bar

Model

FIRE

Nominal Power

HP kW Lt. L/min CFM M3/h V/Hz V/Hz Bar Psi cm KgLWA(dB)Connection

Tank F.A.D. Power Supply Outlet BSP Max Pressure Noise Level Dimensions WeightDryer

30N-8/500E PRO 500 3341 400/5030 230/50G 1" 8 7211822 198 x 73 x 175 615116201

30N-10/500E PRO

30N-13/500E PRO
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145
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25N-10/500E PRO 500 2500 400/5025 230/50G 3/4" 10 708818,5 198 x 73 x 175 595145150

25N-13/500E PRO 500 2050 400/5025 230/50G 3/4" 13 707218,5 198 x 73 x 175 625188123

25N-8/500E PRO 500 2700 400/5025 230/50G 3/4"  8 709518,5 198 x 73 x 175 595116162

144

FIMA S.R.L. �macompressors.com Quality gives you power.


